DUCT SIZING TABLE

DUCT |DUCT Equivalent Friction Rectangular Ducts
CAP. |DIAM (In.)
CFM IN.
1 2 3 4 5 6 7 8 9 10 11
80 5.3 5x5 6x4 9x%3
100 5.8 6x5 Tx4 10x3
125 6.3 6X6 7x5 9x4 12x%3
150 6.8 7x6 8x5 10x4 15x%3
175 7.2 7x6 9x5 11x4 17x%3
200 7.5 7x7 8x6 10x5 13x4 19x3
225 7.9 8x7 9x6 11x5 14x4 21x3
250 8.2 8x7 10x6 12x5 léex4 23x3
275 8.5 8x8 o9x7 10x6 13x6 17x4 25x%3
300 8.8 8x8 o9x7 11x6 14x5 18x4 27%3
350 9.3 9x8 11x7 13x6 16x5 21x4 32x3
400 9.8 9x9 10x8 12x7 14x6 18x5 24x4| 36X3
450( 10.2| 10x9 11x8 13x7 15x6 19x5 26x4| 40x%3

500| 10.7| 10x10| 11x9 12x8 14x7 17x6 21x5| 28x4| 44x3
550( 11.0| 10x10| 11x9 13x8 15x7 18x6 23x5| 32x4| 48x3
600| 11.4| 11x10| 12x9 14x%8 16x7 20x6 25%x5| 35x4| 52x3
650( 11.8| 11x11| 12x10| 13x9 15x8 17x7 21x6| 27x5| 37x4
700| 12.1| 11x11| 12x10| 14x9 16x8 18x7 22x6| 29x5| 40x4
750| 12.3| 12x11| 13x10| 15x9 17x8 20x7 24x6| 30x5| 42x4
800( 12.7| 12x11| 14x10| 15x%9 18x8 21x7 25x6| 32x%5| 45x4
850( 13.0| 12x12| 13x11| 14x10| 16x9 18x8 21x7| 26x6| 35x5
900 13.2| 12x12| 14x11| 15x10| 17x9 19x8 23x7| 28x%x6| 36x%5
950| 13.6| 13x12| 14x11| 16x10| 18x9 20x8 24x7| 30x6| 38x%5
1000| 13.9| 13x12| 15x11| 16x10| 18x9 21x8 25x7| 31x6| 40x%5
1100| 14.3| 13x13| 14x12| 16x11| 18x10| 20x9 23x8| 27x7| 33x6| 43x5
1200| 14.8| 14x13| 15x%12| 17x11| 19x10| 21x9 25x8| 29x7| 36x6| 47x5
1300| 15.2| 14x14| 15x13| 16x12| 18x11| 20x10| 23x9| 26x8| 31x7| 39x6
1400| 15.7| 15x14| 16x13| 17x12| 19x11| 21x10| 24x9| 28x8| 34x7| 41x6

NOTE:

If sizing is in question, always go to the larger duct for CFM in
question.

Grilles and registers shall be sized according to manufacturers
performance data capable of handling the CFM of the duct at a throw based
on room dimensions. Return air registers should be selected to provide
for 450 FPM face velocity.

The above capacities assume individual duct static pressures of less
than about 0.1. If the static pressure is higher, assume considerably
reduced CFM.
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1. Perform a heat loss/gain calculation on the structure and obtain the
size system needed and the CFM needed per room.

2. Figure the total CFM needed for the system room by room or: 400 CFM
minimum to 450 CFM maximum x heat pump system tonnage.

3. Figure the CFM that can be supplied with each trunkline leaving the plenum
using the duct calculator with a friction per 100 ft. of duct of .08.

4. The total CFM that the trunkline(s) can handle must equal or exceed the
CFM required by the heat pump system. If it is not, the duct work will
have to be replaced or changed.

5. If the trunkline is large enough, subtract the heat loss/gain CFM
(whichever is larger) needed per room, fed by the first section of
trunkline from the total provided. Then figure the size of the next
piece of trunkline for the remaining CFM.

6. The return air duct work must handle the CFM put out by the supply side
of the system. Using the duct calculator, figure the amount of air that
can be handled by the existing system. Use a friction per 100 ft. of
duct of .06. Figure the trunklines first, then branch ducts.
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